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NOTES: | THIRD ANGLE PROJ. & & REVISIONS
M€$E5‘QE§H?N€ E&g#s&gi: NUT - BRASS, NICKEL PLATING (0.000100"THICK MIN) KLY PESCRIPTION PATE =0 APPR
CONTACT - BERYLLIUM COPPER, GOLD PLATING (0.000004"THICK MIN) A RELEASE TO MFO 05-Aug-13 | 49671 | J.C
CONTACT PIN- BRASS, GOLD PLATING (0.000030" THICK MIN)
FERRULE - BRASS, NICKEL PLATING (0.000100"THICK MIN)
LOCKWASHER - PHOSPHOR BRONZE, SILVER PLATING (0.000200"THICK MIN)
INSULATOR - PTFE, NATURAL
GASKET - SILICONE RUBBER, BLACK
2. ELECTRICAL:
A. IMPEDANCE: 50 OHM
B. FREQUENCY RANGE: DC - 2.5 GHz - 10 7 o
C.VSWR: |15 MAX. ~— 3,75 —] [.421]
D. DIELECTRIC WITHSTANDING VOLTAGE: 1500 VRMS, MIN. [.541] CENTER CONDUCTOR
3. MECHANICAL:
A. CONNECTOR 1S IP-67 COMPLIANT. //////~T‘\\\\\\ .
B. DURABILITY: 500 CYCLES MIN. - ~
C. TEMPERATURE RANGE: -65 C TO 165 C ‘ [.283] SCALE  1.000
D. THERE SHALL BE NO EVIDENCE OF AIR BUBBLES WHEN A 17 P.S.|. FORCE IS APPLIED DIELECTRIC
TO MATING END WHILE WHOLE CONNECTOR IS IMMERSED IN WATER. I I S FOIL & BRAID
4. PACKAGING:
A. QUANTITY: SINGLE PACK o
B. MARKING: BAG TO BE MARKED
"AMPHENOL, 82-6575, AND DATE CODE"
5. CABLE ASSEMBLY INSTRUCTIONS: b 16
A. TRIM CABLE AS SHOWN. e300
B. SLIDE FERRULE & NUT-HEX ONTO CABLE - SCALE 2000 SCALE  4.000
C. CRIMP FERRULE USING 128" HEX. DIE
D. SLIDE THE INSULATOR DISC OVER THE CABLE CENTER CONDUCTOR. REﬁﬂ%ﬁFﬁﬁﬁEhggﬁgwe RECOMMENDED CABLE
F. CRIMP OR SOLDER CONTACT PIN TO CABLE CENTER CONDUCTOR, Hees SRR STRIPPING DIMENSIONS
FLARE CABLE BRAID, INSERT BODY-REAR,BRAID OVER BODY-REAR
INSERT CABLE WITH CONTACT PIN,BODY-REAR INTO BODY LOCKWASHER GASKET
F. APPLY THREAD LOCKING ADHESIVE ON THE THREADS OF THE NUT-HEX
G. TOROUE NUT-HEX DOWN TO 15 IN LB HEY NUT G0 ]
SHOWS CABLE ENTRY DIMENSIONS. 0671
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